
  

 Roller Blinds w/Side Control 
 INSTALLATION INSTRUCTIONS 

 

Thank you for shopping at Covers. 
For further information, please access our website at www.coverscanada.ca or contact our office. 

Covers Canada Inc. 
1695 Wonderland Rd. N. 

London, Ontario N6G 4W3 
(519)471-7818 

  
         

FITTING THE BRACKET                                                                                                   

The bracket positions illustrated are for a blind with the control chain on the 
right.  For a blind with the control on the left, the brackets should be at the 
opposite ends.  Brackets can be fixed to any flat surface above, behind or 
to the side of the blind.  They must be level to ensure the smooth operation 
of the blind.  Check that the rolled up fabric will not touch any surface.  To 
calculate the spacing between the brackets add 35mm (1 3/8”) to the width 
of the blind fabric.  Fix the brackets so that the outside of the brackets are 
this distance apart. 
 
 
 

  

 

 

 

 

 

 
 
 
 
 
 
 
FITTING THE BLIND 

 

Hold the blind to the brackets with the fabric hanging from the back of the 
blind.  Fit the spring plunger into its bracket.  Push the blind into this 
bracket, depressing the plunger.  With the “locating hook” pointing 
downwards, place the hook into the vertical part of the T-Shaped hole in 
the bracket.  Allow the hook to drop downwards so that it locks into place in 
the bracket. 
 


